


WHEN EXPORTING YOUR FINAL HIGH RESOLUTION PDF FOR UPLOAD PLEASE LEAVE THE “OUTPUT” LAYER, “YOUR ART WORK” LAYER
AS WELL AS “LAYER1” VISIBLE

THERE IS APPX 1/8”  VARIANCE AFFECTING WRAP & LINER PLACEMENT ON CHIPBOARD, INCLUDING THE HINGE FOLDS AT SPINE.
IF YOUR ARTWORK INCLUDES GRAPHICS SPECIFIC TO THE SPINE, BE AWARE THAT THERE WILL BE APPX 1/8”  VARIANCE TO EITHER SIDE.

DO NOT TERMINATE TEXT / GRAPHICS ON OR NEAR THE ‘WRAP AREA’ TURN-INS.  WE RECOMMEND A 1/4” SAFE AREA FROM FOLDS. 
= RIVETS BASED ON SPINE OR BACK COVER RING METAL PLACEMENT= VELCOIN LOCATOR

It is possible for you to design 
product with critical graphics 

registration and crossovers that 
cannot be achieved in 

manufacturing. While variation 
depends on the product and 

machinery required to 
manufacture it, Manufacturing 

allows for 1/16” tolerance for 
variation in registration with EACH 

production process that a�ects 
position of graphics on the 

product. It is the user's 
responsibility to understand that 
registration variation can occur in 

�nished product and if the user 
designs graphics with 

critical crossovers that cannot be 
achieved in manufacturing, Colad 

does not warn the user or stop 
your project at the manufacturing 

stage.

THIS FRONT FLAP WILL
WILL CLOSE OVER ONTO

THE FRONT OF THE BINDER
PLEASE BE AWARE

OF CRITICAL CROSSOVER
OF GRAPHICS
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